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The Southern Folger TestPro test unit
is a sturdy, portable unit for preventive
maintenance checks. With easy-to-
read indicator lights, this ergonomically
designed test unit will operate all
current models of Southern Steel and
Folger Adam electric and pneumatic
locks and locking devices. Controls are
consolidated into a single set of
switches for all lock functions.

STANDARD FEATURES:
• Indication – Two sets of colored 

indication lights are included on each
unit.

° Green Secure/Red Unsecure for 
DPS indication

° Green Secure/Red Unsecure for 
auxiliary indication 

• Fuse Protection – A 4-amp fuse is 
mounted on the front of the test unit 
for easy replacement. Spare fuse 
holder stores replacement fuse.

• Voltage Selector – A key-operated, 
multi-voltage selector switch allows 
operation of 24VDC and 120VAC 
units.

• Cycle Type Selector – A key-
operated cycle type selector switch 
allows operation of half cycle and full
cycle devices.

• Three-position center-off control 
switch allows open/close type 
testing. The control switch is 
momentary contact, spring-loaded to 
the center-off position.

• Case – Ergonomically designed steel
case.

• Power Connection – all units are 
equipped with a 3-prong, industrial-
rated 120VAC GFI power plug with 
integral test and reset controls.
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The TestPro unit can be used on the products listed 
below and also works on most non-standard products.
If necessary, custom adaptors can be developed for 
use in testing of other devices.

TECHNICAL DATA:
PART No: 76710852 Rev B.1

INDICATIoN:

Door - Green secure/red unsecured

Auxiliary - Green secure/red unsecured

CoNTRolS: Keyed voltage and cycle

selection

SUPPly VolTAGE: Standard 120 VAC

plug

WEIGhT: 6 lbs

DImENSIoNS: 8-1/2" x 5-3/8" x 4

CASE: Fabricated steel enclosure

loCK TERmINATIoN:

• Integrated lock lead - 12-pin 

connector to test most 24VDC and 

120VAC Folger Adam locks and devices.

• 12 Pin to Alligator Clip Adaptor – test 

locks and devices without molex 

terminations (TPA001 P/N 400021)

• 12 Pin to 6 Pin Adaptor – test most 

Southern Steel locks

(TPA002 P/N 400022)

• 12 Pin to 12 Pin Adaptor – test Southern

Steel 10300m (TPA003 P/N 400023)

• 12 Pin to 12 Pin Adaptor – test Southern 

Steel 10300mD (TPA004 P/N 400024)

• 12 Pin to 6 Pin Adaptor – test most 

Southern Steel Sliders

(TPA005 P/N 400025)

• 12 Pin to Spring Clamp Terminal Block – 

test Southern Steel locks without molex 

terminations and 1050 series

(TPA009 P/N 400029)

OPTIONS:
International TestPro Unit - Designed to

operate 24 VDC and 240 VAC locks and

locking devices. This version does not

include attached power connection.

Specify “TestPro International” part no.

76710853.
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SOUTHERN STEEL BRAND 
  

24 VDC 120 VAC 24 VDC 120 VAC 
1051M 1050D 8010L 3150LX 
1051P 1051E 8050L 3165LX 
10120AM 1051M 8065L 4110L 
10300E 1058M  
10300M 10120AE   
10300P 10120AM 
10600   
  

FOLGER ADAM BRAND 
  

24 VDC 120 VAC 24 VDC 120 VAC 
51M 51E KR,KR.3 2B, 2B.3 
50HBM 51M KR.3P 3B, 3B.3 
50P 120E/M/MC 2B.3P KR 
120M/MC/P 120ED D2B.3P D2B 
NS400 120RUP   D3B,D3B.2  
D9300   

D5B

Locks Sliding Devices

Locks Sliding Devices


